
F  箝制器 － 氣動型

 

緊固的保持力來自於斜面裝置的放大效果。

以結構鋼製成，具高軸向及水平剛性。
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F S 15 400 650 650 1050 57 43 21 15 15 12.5 62 5 15 M4x5 37 6
F T 15 400 650 650 1050 60 43 21.5 15 15 12.5 62 5.5 15.5 M4x5 37 6
F S 20 600 1000 1000 1600 68 39 27 20 20 14 61 5 7 M5x5 16.9 5.5
F T 20 600 1000 1000 1600 70 39 25.5 20 20 14 61 5 5 M5x5 18.5 5
F S 25 750 1200 1200 1950 75 39 32.5 20 20 14 63.5 6.6 9.5 M6x8 19.5 5.5
F T 25 750 1200 1200 1950 77 39 28 20 20 14 63.5 5 6 M6x8 19 5.5
F S 30 1050 1750 1750 2800 87 43 38.5 22 22 10.5 71 8.5 8.5 M8x8 16.5 16.5
F T 30 1050 1750 1750 2800 87 43 35 22 22 10.5 71 5 5 M8x8 16.5 16.5
F S 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 5.5 11 M8x15 23 7
F T 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 12 11 M8x15 23 7
F S 45 1500 2300 2300 3800 116 50 52 26 26 12 82 15 8 M10x19 20.5 21
F T 45 1500 2300 2300 3800 120 50 52 26 26 12 82 15 8 M10x19 20 20
F S 55 2000 3000 3000 5000 128 49 59 30 30 9.5 82 17 10 M10X19 18.5 18.5
F T 55 2000 3000 3000 5000 136 49 54 30 30 9.5 82 13 8 M10X19 18.5 18.5
F T 65 2000 3000 3000 5000 146 49 67 50 30 9.5 82 26 21 M10x20 18.5 18.5

   F##$ S
   F##$ E

## 軌道尺寸 15∼65
$ 軌道形式 T / S（P.6 圖示）
作動方式 常開型

本體 鋼材

使用溫度 -20°C∼80°C
作動氣壓 5.5 ∼8 bar

◆長度限制
◆高保持力
◆精準定位
◆高剛性

*以上保持力為作動氣壓 6 bar 時的值。
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緊固的保持力來自於斜面裝置的放大效果。

以結構鋼製成，具高軸向及水平剛性。

型號 軌道
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F S 15 400 650 650 1050 57 43 21 15 15 12.5 62 5 15 M4x5 37 6
F T 15 400 650 650 1050 60 43 21.5 15 15 12.5 62 5.5 15.5 M4x5 37 6
F S 20 600 1000 1000 1600 68 39 27 20 20 14 61 5 7 M5x5 16.9 5.5
F T 20 600 1000 1000 1600 70 39 25.5 20 20 14 61 5 5 M5x5 18.5 5
F S 25 750 1200 1200 1950 75 39 32.5 20 20 14 63.5 6.6 9.5 M6x8 19.5 5.5
F T 25 750 1200 1200 1950 77 39 28 20 20 14 63.5 5 6 M6x8 19 5.5
F S 30 1050 1750 1750 2800 87 43 38.5 22 22 10.5 71 8.5 8.5 M8x8 16.5 16.5
F T 30 1050 1750 1750 2800 87 43 35 22 22 10.5 71 5 5 M8x8 16.5 16.5
F S 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 5.5 11 M8x15 23 7
F T 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 12 11 M8x15 23 7
F S 45 1500 2300 2300 3800 116 50 52 26 26 12 82 15 8 M10x19 20.5 21
F T 45 1500 2300 2300 3800 120 50 52 26 26 12 82 15 8 M10x19 20 20
F S 55 2000 3000 3000 5000 128 49 59 30 30 9.5 82 17 10 M10X19 18.5 18.5
F T 55 2000 3000 3000 5000 136 49 54 30 30 9.5 82 13 8 M10X19 18.5 18.5
F T 65 2000 3000 3000 5000 146 49 67 50 30 9.5 82 26 21 M10x20 18.5 18.5
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FRC##$ SEM 
FRC##$ DEM

## Guide size  15 ÷ 65
$ Guide type T / S (see table A)
Working type Norm. Closed
Body Steel
Operating Temp. -20°C ÷ 80°C
Operating Pressure 5,5 ÷ 8 bar

 Locking element without the use of energy
 Includes springs for closing, while the pressure is for opening

Type Guide                          Clamping Force [N] A B D F G H L P Q R S T
SEM SE DE DEM [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm] [mm]

FRC S 15 400 650 650 1050 57 43 21 15 15 12.5 62 5 15 M4x5 37 6
FRC T 15 400 650 650 1050 60 43 21.5 15 15 12.5 62 5.5 15.5 M4x5 37 6
FRC S 20 600 1000 1000 1600 68 39 27 20 20 14 61 5 7 M5x5 16.9 5.5
FRC T 20 600 1000 1000 1600 70 39 25.5 20 20 14 61 5 5 M5x5 18.5 5
FRC S 25 750 1200 1200 1950 75 39 32.5 20 20 14 63.5 6.6 9.5 M6x8 19.5 5.5
FRC T 25 750 1200 1200 1950 77 39 28 20 20 14 63.5 5 6 M6x8 19 5.5
FRC S 30 1050 1750 1750 2800 87 43 38.5 22 22 10.5 71 8.5 8.5 M8x8 16.5 16.5
FRC T 30 1050 1750 1750 2800 87 43 35 22 22 10.5 71 5 5 M8x8 16.5 16.5
FRC S 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 5.5 11 M8x15 23 7
FRC T 35 1250 2000 2000 3250 106 46 42.5 24 24 7.5 78 12 11 M8x15 23 7
FRC S 45 1500 2300 2300 3800 116 50 52 26 26 12 82 15 8 M10x19 20.5 21
FRC T 45 1500 2300 2300 3800 120 50 52 26 26 12 82 15 8 M10x19 20 20
FRC S 55 2000 3000 3000 5000 128 49 59 30 30 9.5 82 17 10 M10x19 18.5 18.5
FRC T 55 2000 3000 3000 5000 136 49 54 30 30 9.5 82 13 8 M10x19 18.5 18.5
FRC T 65 2000 3000 3000 5000 146 49 67 50 30 9.5 82 26 21 M10x20 18.5 18.5

FRC Pneumatic Clamping Element

FASE/PARTICOLARE

MATERIALE

1 2 3 4

A

B

C

D

DATA

29-03-2017
TRATTAMENTO SUPERFICIALE

-
SCALA

1:1 EXAMPLE-CLAMPING-FRC

REV.

-

CONTROLLATO
TRATTAMENTO TERMICO

-
TOLLERANZA GENERALE
dove non spec. usare tolleranze
UNI  EN286-1, EN286-2, EN22768 CODICE DISEGNO

N PEZZI

--

DISEGNATO

E.Giangrande
DUREZZA/RESISTENZA

FORNITORE: 

ERRE.DI. Example of pneumatic element FRC

- - - -
REV. DATA REVISIONE DESCRIZIONE MODIFICA FIRMA
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M5  
AIR CONNECTION

we recommend  
the use of compressed  

air hose ø 6x4

     F##$ M
     F##$ D

M5 氣壓連接孔
建議使用 ø6x4 的氣壓管

*以上保持力為作動氣壓 6 bar 時的值。

## 軌道尺寸 15∼65
$ 軌道形式 T / S（P.6 圖示）
作動方式 常閉型

本體 鋼材

使用溫度 -20°C∼80°C
作動氣壓 5.5 ∼8 bar

◆常閉型無須使用空壓即可箝制
◆當使用增壓迴路時，保持力包含彈簧和空壓力
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